
AQUAMAXAQUAMAX ™

Timber Stain Water Based
Linseed Oil

•	 Innovative,	water	based,	penetrating,	
linseed	oil	timber	stain

•	 Suitable	for	absorbent,	new	or	weathered	
timber	surfaces

•	 High	opacity	with	quick	recoat	time
•	 Permanent	-	no	‘rub	off’
•	 UV	absorbing	pigments	resulting	in	
excellent	durability

•	 Can	be	used	over	other	weathered	stains
•	 Apply	with	brush,	roller	or	airless	sprayer
•	 Available	in	Test	Pots,	4	litres	&	10	litres

AQUAMAX’s linseed oil feeds the timber!
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Another of 
our ‘Value in 

the Pail’ 
products

AQUAMAX is applied as 
a water based product 
and when the water 
evaporates, linseed oil 
is released to penetrate 
into the timber, forming 
a low gloss, stained 
finish. The film dries 
overnight and continues  
hardening for several 
days.

Colours are only a guide due to printing 
processes. Please refer to the colour board 

instore or try a test pot to confirm colour choice.

Black Coal

Brown Bean

Cedar Brown

Terra Tan

Rustic Oakwood

Karaka Green

Volcanic Red

Boulder Wood

Smokey Charcoal

To dilute colours for more transparency. As a 
primer/sealer for high absorbency timber. Not 

recommended for exterior use on its own. 
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